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PUTTY TECH 
  

 

SILICONE FOR MICROCASTING 

SILICONE PER MICROFUSIONE 

CHARACTERISTICS 
 High viscousity 
 

 High hardness 
 

 Excellent machanical resistence 
 

 Suitable for various processes 

Instructions of use 
1 Weight the two components in equal parts – 1:1 ratio  

(100g COMPONENTE A + 100g COMPONENTE B). 
 

2 Add the two components together and mix for about 1 minute, 
until complete omogenization. 
 

3 Pour the mixture in the specific mould. 

CARATTERISTICHE 
 Elevata viscosità 
 

 Elevata durezza 
 

 Ottima resistenza meccanica 
 

 Adatta per molteplici lavorazioni 

Istruzioni d’uso 
1 Pesare i due componenti in parti uguali - rapporto 1:1 
(100g COMPONENTE A + 100g COMPONENTE B). 
. 

2 Unire i due componenti e miscelare per circa 1 minuto, fino a 
ottenere un composto totalmente omogeneo. 
 

3 Versare la miscela nell’apposito stampo. 

 

TECHNICAL DATA 

DATI TECNICI 
 

 
 

 
 

 
 
 
 
 
 
 
 

 

 

HARDNESS 

DUREZZA 
60 Sh-A 

GEL TIME 

TEMPO DI UTILIZZO 
1 ½  min 

HARDENING TIME 

TEMPO D’INDURIMENTO 
5 min (25°C / 68F°) 

COMPONENTA 

COMPONENTE A 
36101155 1 kg 

COMPONENT B 

COMPONENTE B 
36101156 1 kg 
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